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Product Description

Product Description

Table Specs* :	

	 •	 Electronic	 	 	 	 	 	 	
		  Height Range:	 26” - 43”

	 •	 Widths:	 22” 

	 •	 Length:	 84”	

	 •	 Weight 	 	 	 	 	 	 	
		C  apacity:	 500 lbs. distributed evenly

	 •	 Weight:	 350 lbs. (shipping 400 lbs.)

	 •	 Controls:	 1 foot control 

	 •	 Included	 	 	 	 	 	 	
		A  ccessories:	T able Top Pad with TerraTouch™ 	
			U   pholstery & 1” Medical Grade 	
			   Foam; 1- 2”h x 12” sq			 
			   Head Rest Pad; 1 - 4”h x 12” sq 		
			   Head Rest Pad; 1 - Crescent Face Pad

	 •	 Options:	 Battery Backup, Carbon Fiber Arm 	
			B   oard, Fluoro Extender
	 	  For electrical specs see Specifications Chart, pg 17

Carbon Fiber Top with 
Removable Table Top Pad

Foot  
Control (1)

Includes 3-pad Set:
 	 1) 2”h  x 12”sq Pad
	 2) 4”h  x 12”sq Pad
	 3) Crescent Face Pad Locking 

Casters
(2 sets)

Integrated 
Face Rest 
with Face 
Cushion

Electronic 
Lift Tower

1)

2) 3)

Hand Rail
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Product care & Maintenance
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Product Care & 
Maintenance

Cleaning

	 Table 

	 Use only a mild detergent solution or 10% sodium hypochlorite 		
	 solution on surfaces. Be sure excess liquid does not drip onto 		
	 any other surfaces or mechanisms. Disinfectants other than 			
	 recommended above will harm the table’s surface, particularly 		
	 the polycarbonate tabletop.  Wipe off excess with a lint-free cloth.  		
	 Remove residual with a damp (not wet) cloth.

	 Table Pad 

	 Clean with a mild detergent solution. Use of gluteraldehydes 		
	 for disinfecting is not recommended. 10% sodium hypochlorite 		
	 solution, phenol-based surface disinfectants and quartenary			 
	 ammonium compounds may be used.  Wipe off excess liquid and 		
	 remove any residual solution with a damp (not wet) lint-free cloth.  	  
	 Be sure underside of table pad is completely dry prior to placing 		
	 back onto tabletop.

	 The operator should ascertain the disinfecting properties of the 		
	 agent being used prior to cleaning.

IMPORTANT

IMPORTANT

caution
Before cleaning with any  
liquid cleaner be sure to 
unplug the power cord  
from the power outlet.

Be sure to read all cautions, 
warnings and instructions 
given in the manual to  
prevent injury to both  
operator and client.
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troubleshooting

ground point testing

troubleshooting
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Directions for Use

Directions for Use

The Oakworks® Fluoroscopy Table offers a variety of positioning capabilities 
for diagnostic x-ray imaging and imaging during therapeutic procedures. 
Although it was designed principally for use during pain management 
x-ray diagnostic and therapeutic procedures, it may also be used for other 
diagnostic procedures involving x-ray imaging provided the instructions in this 
manual are observed.

Should the use of this device create a circumstance under which the 
patient could be over-exposed to the x-ray being used, discontinue use 
immediately and determine an alternative radiology table or alternative  
x-ray generating source to use.

Adjusting Height of the Table:

All Oakworks® Fluoroscopy Tables come complete with one foot control 
module located in the table base.

Operate the controls as shown below to raise or lower the height of the table.

  Foot Control: 
  (used only to change height of table)

UP DOWN

When operating the table’s controls, be sure to observe all cautions and warnings.

If the table top will not change height:

	 	 •	 Check the outlet to be sure that it has power and that the power 	 	
			   cable is plugged in. 

The Carbon Fiber table weighs 350 lb. (159 kg) Turning the table on its side is not 
required and not recommended.
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Directions for use

Directions for use
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Removal of Table Pad  (optional accessory)

Remove Table Pad by pulling flaps at the underside of the table on either end 
until the hook and loop fastener becomes unanchored.

Replace pad by first centering on the table and then pressing flaps in place, 
anchoring with the hook and loop fasteners.

Integrated Face Rest Pad Configurations

 Prone Positioning:Use the Crescent Face Pad and adjust accordingly

Supine Positioning: Use either the 2” or 4” square pad for proper placement.

  adjusting the table top pad 

 adjusting the Cranial Positioning Pads

Underside of Tabletop

fastener

Pads are held in place by 
hook & loop fasteners.

Pads are provided that give 
two levels of elevation: 

2” or 4”

Pads attach to the integrated face rest 
extension with hook & loop fasteners that 

hold the pad securely in place.

2”    or    4”

Pad can be placed close in 
to the edge of the table for 

smaller patients … 

 … or further away for 
patients who are tall.
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troubleshooting

foot control replacement

troubleshooting

Ground point testing

	 1. Pop the base top off. 

	 2. Connect the tester to one of the silver or gold bolts found under the top.

	 3. Replace the top when finished.
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troubleshooting

foot control replacement

troubleshooting
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FOOT control Replacement instructions

Replacement of the Foot Control will be necessary if the Foot Control does not 
actuate the function of elevation and the Hand Control is operational.

To Replace the Foot Control, follow these steps:	

	 1.	 Before proceeding, disconnect the power cord from the power outlet.

	 2.	 Remove base cover by opening 16 black screw covers and removing  
		  the screws.  Remove base cover. 
 
	 3.	 Disconnect strain relief on the foot control cable.

	 4.	 Disconnect foot control plug at the base of the lift column.

	 5. Obtain the new foot control and insert the cable plug into the shielded 	
		  cable plug until firmly seated. Reconnect strain relief.

	 6.	 Replace base cover with the screws and secure cover.

	 7.	 Plug the power cord back into the power outlet. 

	 8.   Attempt to operate the table elevation functions from the Foot Control.

	 9.  If the table elevation functions fail to operate, contact the Customer 		
		     Service Department.
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Directions for Use

Usable imaging area

84” Carbon Fiber Top w/
Integrated Face Rest

USABLE IMAGING AREA
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14.5”
(36.83 cm)

5.5”
(13.97 cm)

38”
(96.52 cm)

5.5”
(13.97cm)

29”
(73.66 cm) typical

1”
(2.54 cm) typical

14.5”
(36.83cm)

22”
(55.88 cm)

Centered for A-P View:
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(36.83 cm)

5.5”
(13.97 cm)

38”
(96.52 cm)

5.5”
(13.97cm)

29”
(73.66 cm) typical

1”
(2.54 cm) typical

14.5”
(36.83cm)

13.07”
(33.20 cm)

OBLIQUE 30º View:

12”
(30.48cm)

12”
(30.48cm)

12”
(30.48cm)

7.13”
(18.11cm)
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7.81”
(19.84 cm)

5.5”
(13.97 cm)

21”
(53.34 cm)

5.5”
(13.97cm)

1”
(2.54 cm) typical

7.81”
(19.84cm)

22”
(55.88 cm)

6.48”
(16.46 cm)

12”
(30.48cm)

CAUDAL  30º View CENTERED:
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56.0"
[142.24cm]

10.4"
[26.34cm]

17.6"
[44.78cm]

18.0"
[45.72cm]

22.0"
[55.88cm]

2.6"
[6.73cm] TYP

10.4"
[26.34cm]

17.6"
[44.78cm]

19.8"
[50.22cm]

19.1"
[48.48cm]

7.8"
[19.88cm]

17.1"
[43.48cm]

56.0"
[142.24cm]

14.5"
[36.77cm]

2.0"
[5.08cm] TYP

17.1"
[43.48cm]
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14.8"
[37.70cm]

22.0"
[55.88cm]

48.8"
[123.86cm]

9.7"
[24.64cm]

15.0"
[38.11cm]
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2.0"
[5.08cm]

18.0"
[45.72cm]

9.0"
[22.86cm]

9.0"
[22.86cm]

CENTERED FOP A-P VIEW:

OBLIQUE 30° VIEW FROM VERTICAL:

CAUDAL 30° VIEW  FROM VERTICAL:
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Directions for Use

Usable imaging area

Directions for Use
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Moving Fluoroscopy Table

Be sure to lower table completely before attempting to move it.

Unlocked Caster - Table may be moved

Push down until locking lever clicks into place.

Unlocked caster. Locked Caster - Table locked down.
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directions for use

Weight Capacity

directions for use

weight capacity limitations

The Oakworks® CFPM100 Table top is rated at a rugged 500 lb. load “evenly 
distributed”. To minimize any risk to the patient, do not allow the patient to sit 
on the face rest area beyond the warning line on the table top.

do not sit beyond this point.




